
HEBEL POWERFLOOR

MULTI-LEVEL CONSTRUCTION DETAILS

HEBEL FITTED FLOORING WITH

EXTERNAL LOADBEARING WALL

SCALE: 1:5

NOTE:

- FITTED FLOORING IS REQUIRED WHERE THE BEARING STRESS IN THE HEBEL POWERFLOOR

PANEL, AT THE TOP OF JOISTS OR THE TOP OF BLOCKING BETWEEN JOISTS EXCEEDS 1MPa.

- THE DETAILING OF THE CLADDING SYSTEM SHOWN BELOW IS FOR INDICATIVE PURPOSES ONLY.

THE PROJECT DESIGNER SHALL SPECIFY THE CONSTRUCTION DETAILS FOR THE PROJECT.
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FITTED BEARING BLOCKING
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NOTE:

- FITTED FLOORING IS REQUIRED WHERE THE BEARING STRESS IN THE HEBEL POWERFLOOR

  PANEL, AT THE TOP OF JOISTS OR THE TOP OF BLOCKING BETWEEN JOISTS EXCEEDS 1MPa.

- THE DETAILING OF THE CLADDING SYSTEM SHOWN BELOW IS FOR INDICATIVE PURPOSES ONLY.

  THE PROJECT DESIGNER SHALL SPECIFY THE CONSTRUCTION DETAILS FOR THE PROJECT.
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