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TIMBER OR STEEL FRAMING AS PER
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CONTINUOUS STEEL ANGLE

SCALE: 1:20

HEBEL POWERPANEL

50 

PANEL

CONTINUOUS STEEL ANGLE

FIXED TO SLAB WITH

MASONRY ANCHORS AT

600mm MAX. CTRS

TIMBER OR STEEL FRAMING

AS PER PROJECT

SPECIFICATION

BASE CONNECTION -
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WALL BRACKET FIXING

SCALE: 1:5
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NOTE: GROUND LEVEL: SCREW FIX WALL BRACKET AT TOP AND BOTTOM

PLATES OF WALL FRAME AND TO THE POWERPANEL
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 PANEL. NO

BRACKETS ARE REQUIRED AT BOTTOM PLATE WHEN USING A

CONTINUOUS DEFLECTION HEAD TRACK OR CONTINUOUS STEEL ANGLE

FOR BASE CONNECTION.

UPPER LEVEL: SCREW FIX WALL BRACKET AT TOP AND BOTTOM PLATES

OF WALL FRAME AND TO THE POWERPANEL
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HEBEL POWERPANEL
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INSULATION AS PER

PROJECT SPECIFICATION

10mm WIDE (MAX.)

AND 10mm DEEP

(MIN.) CSR FIRESEAL

SEALANT OVER

BACKING ROD ON

BOTH SIDES

HEBEL POWERPANEL
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 PANEL

HORIZONTAL JOINTS - OPTION 1 (FRL: 90 MINUTES)

SCALE: 1:20

50mm WIDE, 13mm THICK CSR

BRADFORD FIRESEAL DAMPER

STRIPS WITH A DENSITY OF 110kg/m

3

INSULATION AS PER

PROJECT SPECIFICATION

HORIZONTAL JOINTS - OPTION 2 (FRL: 90 MINUTES)

SCALE: 1:20

CONTROL JOINT DETAILS OF HEBEL POWERPANEL
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HEBEL POWERPANEL
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DEEP (MIN.) CSR FIRESEAL
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PACKER (1 PER PANEL)

ABLEFLEX (PRE) CUT AWAY
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HORIZONTAL JOINTS - OPTION 3 (FRL: 60 MINUTES)

SCALE: 1:20

HORIZONTAL JOINTS - OPTION 4 (FRL: 60 MINUTES)

SCALE: 1:20
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NON-COMBUSTIBLE MATERIAL

SUCH AS FIBRE CEMENT SHEET

BRADFORD FIRESEAL PARTY WALL

SEALER WITH 10% COMPRESSION

TO FULLY FILL ALL GAPS

INSULATION AS PER PROJECT

SPECIFICATIONS

BLOCKING 45mm THICK

BETWEEN TRUSSES AS

REQUIRED

WALL BRACKETS EACH SIDE OF

POWERPANEL
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INSULATION AS PER PROJECT

SPECIFICATIONS
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PER PROJECT SPECIFICATIONS
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 ROOF VALLEY AND PARAPET FOR HEBEL
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INSULATION AS PER PROJECT

SPECIFICATIONS

BLOCKING 45mm THICK

BETWEEN TRUSSES AS

REQUIRED
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EXTERNAL WALL JUNCTION FOR POWERPANEL

50 

 INTERTENANCY WALLS

SCALE: 1:5

INSULATION AS PER PROJECT

SPECIFICATIONS

UNIT 2

UNIT 1

EXTERNAL

HEBEL POWERPANEL
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BLADE WALL JUNCTION DETAIL

SCALE: 1:5

UNIT 2UNIT 1

EXTERNAL

BLADE WALL CONSTRUCTED

AS PER RESIDENTIAL

EXTERNAL WALL SYSTEM

IMPORTANT: PROVIDE A CONTROL JOINT AT

JUNCTION OF THE EXTERNAL WALL AND THE

HEBEL INTERTENANCY WALLS

FRAMING DESIGNED TO SUIT

BLADE WALL SITUATION

(SUPPORTS POWERPANEL

XL

)

BACKING ROD AND FIRE AND

ACOUSTIC RATED SEALANT* TO

ONE SIDE (*RATED TO 90 MINS)

GYPROCK PLASTERBOARD TO

SYSTEM SPECIFICATIONS

WALL BRACKETS

10mm GAP ON
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INTERTENANCY WALL TO EXTERNAL WALLS

SCALE: 1:5

ROOF TRUSS

13mm THICK CSR BRADFORD

FIRESEAL DAMPER STRIPS WITH

A DENSITY OF 110 Kg/m

3

PLY BACKING FOR

BRADFORD FIRESEAL

PARTY WALL SEALER

ROOF SHEETING

PACKER BEHIND TOP HAT AS

REQUIRED TO ENGINEER'S

DETAILS

FLASHING TO PROJECT

SPECIFICATION

HEBEL POWERPANEL

XL

EXTERNAL WALL SYSTEM

TIMBER OR STEEL FRAMING

AS PER PROJECT

SPECIFICATION
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COATING SYSTEM AS PER
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10-15mm
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